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 STATIC LEVEL REPORT FORM (First Page)  DATE:    
 
WATER RIGHT OWNER’S NAME: [OWNER NAME] 
          
  NO: [WR# OR #'S] 
 
  LOCATION: [LOCATION] 
 
 USER INFORMATION: [IDENTIFYING INFO.] 
 
 MEASUREMENTS REQUIRED: [WHEN TO MEASURE, ETC] 
 
 TYPE OF DEVICE USED: [DEVICE USED (IF KNOWN)]  

 

 
DATE 

 
TIME 

 
DEPTH TO 

WATER 
(FEET)* 
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DEPTH TO 
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(FEET)* 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
* Measure from the reference point (datum) for each observation.  It is a good idea to permanently mark a reference 
elevation on the well casing or other structure. 
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 STATIC LEVEL REPORT FORM (Supplemental Page) DATE:    

 
WATER RIGHT OWNER’S NAME: [OWNER NAME] 
          
  NO: [WR# OR #'S] 
 
 LOCATION: [LOCATION] 
 
 USER INFORMATION: [IDENTIFYING INFO.] 
 
 MEASUREMENTS REQUIRED: [WHEN TO MEASURE, ETC] 
 
 TYPE OF DEVICE USED: [DEVICE USED (IF KNOWN)]  
 

 
DATE 

 
TIME 

 
DEPTH TO 

WATER 
(FEET)* 

 
 

 
DATE 

 
TIME 

 
DEPTH TO 

WATER 
(FEET)* 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
* Measure from the reference point (datum) for each observation.  It is a good idea to permanently mark a reference 



elevation on the well casing or other permanent structure. 



 


